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Job No: 32465 Proof Event: 46 Park Communications Ltd Alpine Way London E6 6LA

Customer: WR Robinson Project Title: Pump Catalogue T: 0207 055 6500 F: 020 7055 6600

SUBMERSIBLE PUMPS

DRENO COMPATTA PRO VORTEX PUMPS E

The main components are fabricated in cast iron GG20, in the standard configuration a lip seal is fitted to the motor side, and a 
mechanical seal to the impeller side. The Compatta PRO Series is ideal to pump sewage and waste tanks to its small size and mechanical 
characteristics. The pumps with EX can be used in potentially explosive environments. Maximum liquid temperature 40°C. Maximum 
depth of immersion 20 metres. Power cable 10 metres.

Features
Cast Iron Pump Body
Cast Iron Impeller
Max Solids 50mm

Applications
Heavy Duty 
Sewage
Dirty Water

MODEL VOLT OUTLET LM/HM Kw AMP H x W x L mm Kg CODE PRICE

COMPATTA PRO 50-2/150 M 230v 2” 420/8 1.5 9.6 409x186x240 25 200-0038 £797

COMPATTA PRO 50-2/220 T 400v 2” 420/8 2.2 5.2 409x186x240 25 200-0040 £833

COMPATTA PRO 50-2/150 T 400v 2” 420/8 1.5 3.7 409x186x240 25 200-0540 £778

COMPATTA PRO-EX 50-2/060 M 230v 2” 480/10 0.6 4.8 400x175x225 24 200-0020EX £809

COMPATTA PRO-EX 50-2/060 T 400v 2” 480/10 0.6 2.1 400x175x225 24 200-0022EX £789

COMPATTA PRO-EX 50-2/080 M 230v 2” 480/10 0.8 5.8 399x175x225 24 200-0026EX £849

COMPATTA PRO-EX 50-2/080 T 400v 2” 510/13 0.8 2.4 399x175x225 24 200-0028EX £823

COMPATTA PRO-EX 50-2/110 M 230v 2” 510/13 1.1 7.4 444x176x226 24 200-0032EX £899

COMPATTA PRO-EX 50-2/110 T 400v 2” 510/13 1.1 2.9 444x176x226 24 200-0034EX £881

COMPATTA PRO-EX 50-2/150 M 230v 2” 540/13 1.5 9.6 409x186x240 25 200-0038EX £958

COMPATTA PRO-EX 50-2/150 T 400v 2” 540/13 1.5 3.7 409x186x240 25 200-0540EX £934

COMPATTA PRO-EX 50-2/220 T 400v 2” 540/13 2.2 5.2 409x186x240 25 200-0040EX £999
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